FEATURES & BENEFITS

o Compact & portable for easy transportation.

» Mixes a full barrow load of concrete or mortar.
¢ Complete with barrow height swivel and stand.
e Full thermal overload protection.

e Proven robust and durable design.

e Extra thick drum with quick mix paddles.

o Heavy-duty sealed cast gearbox for longer life.

e Choice of Honda or Loncin petrol engines or 110v or 230v
electric motors to suit the user.

e I|deal for use with the Belle Warrior Wheelbarrow.

TECHNICAL SPECIFICATIONS

Model Minimix 150

Max Drum Capacity ter 130
Max Mixing Capacity ltr S0
Drum Speed rpm 24
Width mm 597
Height mm 890
Length mm 121
Model M54 Minimix 150 Honda GX120
Engine Type) Petrol
Engine Power Hp/kW) 4.0/2.9
Weight kg) 61
Noise Level dB(A)) 92

RAPID MIX DRUM PADDLES
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LIGHT Sheen, Nr. Buxton, Derbyshire, SK17 OEU, GB
Tel. +44 (0)1298 B4E0E - Fax +44 (0)1258 B4722 - Emall: sales@altrad-bellecom

CONSTRUCTION www.Altrad-Belle.com
EQUIPMENT www.ALTRAD-Belle247.com

ALTRAD BELLE RESERVES THE RIGHT TO AMEND OR IMPROVE ANY SPECIFICATIONS IN THIS BROCHURE WITHOUT NOTICE.




